
 

  

 

 

Dispermill® - Pilot Mixers and Dissolvers 

Efficiency and affectivity in the 
production process 

 

 

Product applications 

 

 

 



 

 

 

 

 

 

 

 

Model Vessel Size Power Adjustable 

Speed 

Speed 

Readout 

Voltage 

      

Dispermill®  M-400   incl. disc 200 mm. 60-1000 liter 4.0 kW 250-2000 Yes 400 V / 50/ 60 Hz 

Dispermill®  M-550   incl. disc 225 mm. 60-1000 liter 5,5 kW 250-2000 Yes 400 V / 50/ 60 Hz 

Dispermill®  M-750   incl. disc 225 mm. 60-1000 liter 7,5 kW 250-2000 Yes 400 V / 50/ 60 Hz 

Dispermill®  M-1100 incl. disc 250 mm. 60-1000 liter 11  kW 250-1500 Yes 400 V / 50/ 60 Hz 

 

The following options are available: 

• Flame-Proof Version 

• Modification including Folding Impeller for IBC-Containers 

UNIVERSAL IBC-MIXER 

The universal container mixer is for  
homogenizing of fluids into the typical standard 
1000 liter IBC containers/ or Stainless Steel 
Stock containers. 

 

 

 

 

CORRECT USE OF THE DISSOLVER 

 

 

 

 

 

 

 

• Peripheral velocity or Tip speed 

must be 20 m./sec. 

 

 

 


